Construction Products Ltd

Windposts

A range of standard and special
windposts that span between floors
to provide lateral support to
brick or blockwork
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Standard and special windposts C €
for brick or blockwork

|
Angle Section Windpost o) !

Product Factored load capacity per post as a UDL per span length
Reference axbxt 2.5m | 3.0m | 3.5m | 4.0m | 4.5m | 5.0m | 5.5m |6.0m
125x70x 4 9.69 7.25 557 438 350 286 237 200
140x70x4 1214 954 741 587 473 3838 323 272
170x70x4 1750 1459 11.88 9.57 7.82 647 542 459
130x70x5 1291 10.02 7.76 6.14 494 4.04 336 2.83
140x70x5 1487 1218 954 7.61 6.17 507 423 3.58
150x70x5 16.95 14.13 1138 9.14 7.46 6.16 516 4.37
130x70x6 1476 11.01 843 6.61 528 430 3.57 3.01
140x70x6 16.68 1238 945 738 589 480 398 335
150x80x 6 20.49 16.86 13.22 10.56 8.56 7.04 5.88 4.97
160x70x 6 22.58 18.82 15.22 12.25 10.00 8.26 6.92 5386
160x70x 8 27.13 24.19 20.11 16.24 1332 11.05 9.27 7.87
180x80x8 27.13 2694 20.83 16.43 13.21 10.80 8.97 7.56
200x80x8 27.13 32.07 32.76 26.80 22.10 18.43 1554 13.23

Product Size (mm) Factored load capacity per post as a UDL per span length
Reference axbxt c d c d c 5. c !

MWP2 65x60x4
MWP2 75 x 60 x 4 6.52 455 335 257 203 - - -
MWP2 85x60x4 876 616 455 349 276 223 1.85 =
MWP2 75x60 x5 783 547 4.03 3.09 244 197 - -
MWP2 85x60x5 1043 732 540 414 327 265 219 1.84
MWP2 95x60x5 1319 932 690 529 419 339 281 236
MWP2 105x60x5 16.50 11.86 883 6.80 539 437 3.61 3.04
MWP2 105x60x6 16.50 13.66 10.14 7.80 6.18 5.01 4.14 3.48
MWP2 115x60x6 16.50 16.56 1237 9.54 7.57 6.13 5.08 4.27
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Product Size (mm)
Reference axbxt

MWP3 60 x 60 x 4
MWP3 80 x60x4
MWP3 100 x 100 x 6
MWP3 120x 120 x 8

423 294 216
854 598 441 338 267 216 = =
16.50 19.50 1543 1186 938 7.60 6.29 5.28
16.50 19.50 22.50 25.50 20.84 16.90 13.99 11.76

Product Size (mm) Factored load capacity per post as a UDL per span length
Reference bxt 3.0m | 3.5m | 4.0m | 4.5m | 5.0m | 5.5m |[6.0m

MwP4 95x8 568 4.02 297 228 = = =

MwWP4 105x8 755 538 400 3.07 243 197 -

MWP4 115x 8 971 699 522 403 319 259 214
MWP4 125x 8 1217 886 6.66 515 409 332 275 231

Windpost Ties

A range of one and two way ties are
available to suit Miers Construction
Products Windposts.

PLEASE NOTE:

"y Tables are based on type 1
Fixings can be: Concrete to concrete wall ties at 225mm c/c with

and Concrete to steel. no vertical movement joint.

X . Angles are taken to have ties
All windposts are supplied on each leg with the long leg

complete with ties and top restrained by the masonry.

iy Spine (MWP4) capacities are based on the
and bottom fIXII'lgS. post beinjg fully restrained by the masonry.

Capacities shown in bold are limited
by wall tie capacities.

N d t | onw | d e D e p 0 t S Design is based on stainless steel grade 304.

Deflection is limited to span/360.



Miers Group Depots
Throughout the UK

Nationwide
supply of building
accessories...

...we offer
’»

B Independently run business
et H Nationwide coverage

B Commitment to the highest standard of service
h H A unique level of expertise & experience

Call Miers on

st Neots 01480702222
Airdrie 01236 541130

Birmingham 0121 2893 293

s Bordon 01420 200121

. Launceston 01566 721011
o o™ Warrington 01925202128
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Hawkesden Road, St Neots, Cambs PE19 1QS
101480 702222

01480702223

e sales@miersconstructionproducts.co.uk
www.miersconstructionproducts.co.uk
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